










Streamline your mail processing 
Maximising your mail-processing efficiency is the result of managing 
key aspects of the mailroom environment and mail-handling system.  
Without a doubt the Folder Inserter is one of the most crucial  
components for speedy delivery of your jobs. 

With the DS-100, the entire process – from input, to throughput, to  
output - is designed to operate at the highest possible practical  
speed – efficiently!

input:
The DS-100 is equipped with high-capacity document feeders. When used 
in Cascading Mode, up to 750 documents can be fed through the system 
in one run, with no need to stop and reload! When one feeder empties, 
another will automatically engage and continue feeding documents nonstop. 

In addition, the high-capacity insert and envelope feeders can be loaded 
on the fly as well. Again there’s no need to stop the system and halt  
production for refilling the feeder.

throughput:
If your mail sets contain multiple documents from one stack, sheets 
are accumulated from a high-speed document feeder. Then, all sets are 
folded together, creating a professional-quality mail piece while keeping 
production at the highest level. 

3 documents
+ collator

3 documents
+ 1 insert + collator + divert tray

4 documents
+ 3 inserts + collator + divert tray

Adapt your system to your needs 
The modular design of the DS-100 gives you peace of mind when  
purchasing a system that your future needs and job requests will  
be fulfilled.

Simply add the right module at the right time – as your company •	
grows.  
Multiple function options allow you to take on more job orders, •	
further optimising your productivity.
A modular system assures that your equipment investment is  •	
cost-effective today and into the future.

The DS-100 processes up to 4,500 envelopes per hour.  This ensures a 
constant high-productivity throughput rate, regardless of the number of 
documents to be inserted. 

To further avoid stops that slow down production, special or over counted 
documents can be automatically diverted, and the system will continue 
to process your mail without interruption, ensuring the highest possible 
level of productivity.  

output:
The high-capacity envelope conveyor can be placed in-line, or at a 
90-degree angle. Envelopes are stacked face-up and are easy to remove 
for further handling. 


